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Under terrestrial conditions, solidiﬁcation processes are often affected by gravity effects, 
which can signiﬁcantly inﬂuence the ﬁnal characteristics of the grown solid. The low-
gravity environment of space offers a unique and eﬃcient way to eliminate these effects, 
providing valuable benchmark data for the validation of models and numerical simulations. 
Moreover, a comparative study of solidiﬁcation experiments on earth and in low-gravity 
conditions can signiﬁcantly enlighten gravity effects. The aim of this paper is to give 
a survey of solidiﬁcation experiments conducted in low-gravity environment on metal 
alloys, with advanced post-mortem analysis and eventually by in situ and real-time 
characterization.
© 2016 Académie des sciences. Published by Elsevier Masson SAS. This is an open access 
article under the CC BY-NC-ND license 
(http://creativecommons.org/licenses/by-nc-nd/4.0/).
1. Introduction
Structural material properties are directly related to their solidiﬁcation microstructures, so that a precise control of the 
growth process is crucial in engineering [1]. Depending on the applied processing parameters and on the material physical 
parameters, a wide variety of solidiﬁed microstructures are observed in casting, in welding, and in other solidiﬁcation 
processes. The most common structure is dendrite, which can be either equiaxed, when solidiﬁcation occurs in nearly 
isothermal conditions like in the case of a snowﬂake, or columnar in the presence of a temperature gradient. Depending on 
the application, one type of grain structure is preferred and thus favored, e.g., equiaxed grains in car engines and columnar 
grains in turbine blades. These patterns can be described by suitable length scales such as dendritic primary spacing and 
tip radius. In pure diffusive transport regime, characteristic laws have been proposed to relate those shape characteristics to 
processing conditions. However, for most real solidiﬁcation processes, and especially at low growth rate, gravity effects such 
as natural convection, sedimentation/buoyancy, mechanical effects and change in hydrostatic pressure cannot be neglected 
and signiﬁcantly affect morphological instability [2]. The coupling between gravity effects and solidiﬁcation has been the 
subject of a great deal of experimental, theoretical and numerical works since the birth of microgravity experimentation in 
the early eighties. The main conclusion of all these studies is that gravity is the major source of various disturbing effects, 
which can signiﬁcantly modify or mask important physical mechanisms on Earth (1g). A review of some effects induced 
by gravity on the solidiﬁcation process and investigated by mean of synchrotron X-ray radiography at the ESRF (European 
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2 H. Nguyen-Thi et al. / C. R. Mecanique ••• (••••) •••–•••Fig. 1. In situ observation of gravity effects during direction solidiﬁcation. (a) Deformation of the solid–liquid interface due to a convection loop form-
ing during directional solidiﬁcation of Al–4wt.%Cu (cooling rate = 0.3 K/min, temperature gradient = 35.5 K/cm). (b) Sequence of radiographs recorded 
during Al–10wt.%Cu equiaxed solidiﬁcation showing the sedimentation of equiaxed grains. (c) Radiographs showing the bending and the fragmentation of 
secondary arms during the development of a columnar dendrite of Al–7wt.%Si (cooling rate = 0.5 K/min, temperature gradient = 15 K/cm).
Synchrotron Radiation Facility) in thin aluminum-based alloys is presented elsewhere [2], namely convection effects on the 
solid–liquid interface during the initial transient of solidiﬁcation [3] (Fig. 1a), the sedimentation or ﬂoatation of equiaxed 
grains (Fig. 1b), and its effect on the columnar-to-equiaxed transition [4,5], and ﬁnally the cumulative mechanical moments 
induced by gravity on the dendrite during solidiﬁcation [6,7], leading to the bending of the secondary arm of the dendrite 
(Fig. 1c).
Numerous experiments in microgravity conditions have shown that microgravity (μg) environment is a unique and ef-
ﬁcient way to eliminate buoyancy and convection to provide benchmark data for the validation of models and numerical 
simulations. For these reasons, materials science and more particularly solidiﬁcation of metal alloys has been a promi-
nent topic of research in the microgravity ﬁeld, since the early stages of microgravity experimentation. In a microgravity 
environment, transport phenomena are essentially diffusive and buoyancy forces vanish, which highly simpliﬁes the ex-
periment’s analysis and allow a more direct and precise comparison with theoretical models [8]. Let us mention here the 
outstanding experiment IDGE (Isothermal Dendritic Growth Experiment), performed in low-earth orbit by M.E. Glicksman 
and co-workers [9–13]. The IDGE was developed speciﬁcally to test dendritic growth theories by performing measurements 
with succinonitrile (SCN) and pivalic acid (PVA) under strictly diffusion-controlled conditions. The IDGE instrument was 
ﬂown three times aboard the space shuttle Columbia, as part of NASA’s missions, from 1994 to 1997 [12]. This series of 
experiments (hundreds of repeated experiments of steady-state dendritic growth) provided the ﬁrst solid evidence that den-
dritic growth is indeed governed by heat diffusion from the solid–liquid interface. However, experiments also showed that 
Ivantsov’s solution describing the diffusion process for a paraboloid crystal tip requires some modiﬁcations. The tip velocity 
and tip radius data were measured as functions of the initial undercooling and Glicksman’s analysis indicated that, at least 
for pure SCN, the average scaling factor σ ∗ ∼ 0.02 is a value that is independent of both undercooling and gravitational 
environment. The robustness of the interfacial scaling law, namely V R2 = constant, where V is the velocity of the tip and 
R is the curvature radius at the tip, appears to be independent of the gravity environment, with a slight dependence on 
undercooling.
In addition, comparative studies of solidiﬁcation experiments in 1g and μg can also enlighten the effects of gravity. 
A demonstrative example of such a study on this topic is the work performed by M.D. Dupouy, D. Camel and J.-J. Favier 
in the early 1990s by post-mortem analysis of Al–Cu samples solidiﬁed during the D1 – Spacelab mission [14–16]. Low-
concentration (1wt%) hypo- and hyper-eutectic alloys (26wt% and 40wt%) were directionally solidiﬁed under a temperature 
gradient of 25 K/cm. The inﬂuence of gravity on the structural transitions (dendritic/eutectic and cell-dendrite transitions), 
the difference between the space and ground samples primary spacing and the dendritic array morphology were thoroughly 
analyzed, showing a strong impact of the transport mode in the melt. In particular, the primary arm spacing was found ﬁve 
times larger in space than on Earth [14–16].
The results presented in this article are a selection of microgravity solidiﬁcation experiments carried out by our team 
onboard two platforms (American shuttle and sounding rocket) on aluminum-based alloys. For each experiment, we ﬁrst 
brieﬂy describe the scientiﬁc objectives, the apparatus and the experimental procedure. Then we present the most signiﬁcant 
results obtained in the framework of the experiments conducted in gravity-reduced conditions, and the effects of gravity-free 
conditions will be enlightened. We omitted in this review the recent experiments performed on the International Space 
Station on transparent alloys [17,18] or on Al–Si alloys [19,20], whose detailed analysis is still ongoing and would deserve a 
longer paper.
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H. Nguyen-Thi et al. / C. R. Mecanique ••• (••••) •••–••• 3Fig. 2. (a) and (b): Longitudinal sections showing the macroscopic shapes of the quenched solid–liquid interface of samples processed in microgravity (F2) 
and on the ground (G2). (c) Schematic representation of convective ﬂow (boundary layer mode). (d) Axial composition proﬁle for ﬂight (open symbols) and 
ground (full symbols) samples.
2. Inﬂuence of solutal convection on the solidiﬁcation of Al–3.5wt%Li alloy
For most real solidiﬁcation processes, in particular at low growth rate, natural convection and its inﬂuence on the grain 
structure or the solid–liquid microstructure cannot be neglected [21–23]. On Earth, natural convection or ﬂuid ﬂow is 
induced by built-in constitutional and thermal gradients in the liquid phase. In practice, solutal convection dominates in the 
case of metallic alloys owing to their large Lewis number deﬁned as the ratio of the thermal diffusivity to the solutal one 
(Le = Dth/D), typically of the order of 103 to 104. The coupled convective–morphological instability may be separated in 
two distinct regions: within the mushy layer (generally considered as a porous medium) and a boundary layer ahead of the 
mush/liquid interface. In the latter case, the characteristic length scale may vary from several dozen times the solutal length 
D/V , with V the solidiﬁcation velocity (convection in a buffer region), up to the sample size (bulk convection), depending 
on the alloys (partition coeﬃcient k and respective densities of liquid and solid phases) and the experimental conditions 
(in particular growth direction versus gravity). The complexity of the topic was the major reason to carry out solidiﬁcation 
experiments in convection-free conditions, when thermal and solutal transports are essentially diffusive [8]. The obtained 
results can be then used as quantitative reference/benchmark data to validate theories or numerical simulations.
2.1. Microgravity experiments during the D2 mission
For this purpose, solidiﬁcation experiments were performed on Al–3.5wt%Li in the Bridgman apparatus GFQ (Gradient 
Furnace with Quenching) in both normal and microgravity conditions. For ground experiments, alloys were solidiﬁed ver-
tically upward to obtain a solutal destabilizing conﬁguration. Indeed, during the growth process, the rejected solute (Li) is 
lighter than the solvent (Al), which yields that both interstitial ﬂuid and solute boundary layer are unstably stratiﬁed and 
that buoyancy-driven convection in both zones is unavoidable. Three microgravity experiments (labeled F1, F2 and F3) were 
performed onboard the American space shuttle Columbia during the German spacelab mission D2 in 1993, with a tempera-
ture gradient close to 70 K/cm and pulling rates of 6.3, 7.2 and 12.2 μm/s [24,25]. These experiments were compared to two 
ground samples (labeled G1 and G2) carried out in the same apparatus and for nearly the same experimental parameters 
(G = 70 K/cm and V = 5.6 and 9.3 μm/s).
2.2. Effects of natural convection on macroscopic scale characteristics
The quenched solid–liquid interfaces were revealed by metallographic analysis of longitudinal section of the solidiﬁed 
samples. As expected, the solid–liquid interfaces for μg samples are nearly ﬂat (Fig. 2a), whereas they are modulated at the 
macroscopic scale for samples grown vertically upward on the ground (Fig. 2b). The macroscopic modulation of the growth 
front is the footprint of the thermo-solutal convective rolls as explained by Nguyen-Thi et al. [26] for the solidiﬁcation of 
Pb–30wt%Tl and represented in Fig. 2c: below an upwelling current, there is an excess of solute thus creating a trough, 
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exchange of solute between the region ahead of the front and the bulk liquid must occur to account for the measured axial 
macrosegregation.
Indeed, the axial composition proﬁles obtained by chemical analysis of thin slices along the samples show a larger 
deviation from the ideal diffusive case for ground samples than for μg samples (Fig. 2d). For μg samples, the composition 
proﬁles continuously decreased along the sample, probably due to a progressive loss of lithium during the course of the 
experiments that were performed under vacuum. For ground samples, sharp variations were found at the beginning of 
the solidiﬁcation (from 3.5wt.% to 2.7wt.% for G1 and 2.9wt.% for G2) and after quenching (up to 3.3wt.% for both ground 
samples), which testiﬁes to the occurrence of axial macrosegregation. In addition, it has been possible to estimate the values 
of the effective partition coeﬃcient keff = CS/C∞ , where C∞ is the bulk liquid composition, assumed equal to that of the 
quenched liquid, and CS is the solid composition measured during steady-state solidiﬁcation and assumed to be equal to the 
composition of the solid just before the quench. The values of keff, deduced from the axial macrosegregation measurement 
in Fig. 2d, were close to unity for microgravity experiments, as expected in essentially diffusive transport conditions, while 
they are about 0.83 ± 0.03 for G1 and 0.88 ± 0.03 for G2, which are between the equilibrium partition coeﬃcient k = 0.55
and unity [27]. This conﬁrmed a partial mixing of the bulk liquid by convection during solidiﬁcation. It can be also noted 
that, for this type of convection, despite the curvature of the front, the radial segregation is not strong, due to the ﬂuid 
ﬂow along the solid–liquid interface [25,26]. In conclusion, the solid–liquid interface is macroscopically planar, with neither 
radial nor axial macrosegregation only during the solidiﬁcation performed in microgravity conditions.
2.3. Primary arm spacing measurements
For all experiments performed, a detailed analysis of several microscopic characteristics was conducted and reported 
in reference [25]. In this paper, we focus on a key parameter of the cellular/dendritic arrays, namely the average primary 
spacing λ, which can be easily measured on cross-sections of the solidiﬁed samples (Fig. 3a). Like in our previous exper-
iments on Pb–30wt.%Tl alloys [28], we found that, during both their dynamical formation from morphological instability 
and their asymptotic state, the cell/dendrite arrays could be described by a honeycomb on which a large amount of disor-
der (displacement of cell centers from their ideal positions) is superimposed. The statistical analysis of such type of image 
has been described in details elsewhere [29]. In these experiments, average values and standard deviations were calculated 
for more than 250 cells. By a comparative study of measurements performed on ground and microgravity samples, it has 
been conﬁrmed that, even in nearly ideal conditions, there is no selection of a unique primary spacing and only an average 
value can be determined with a large standard deviation (Fig. 3b), typically about 20–30%. The large standard deviation 
for microgravity samples, identical to ground-based ones, also ruled out the hypothesis that convection is the main cause 
of the high disorder generally observed in cellular/dendritic pattern in experiments carried out on Earth. The inﬂuence of 
some additional extrinsic effects, namely effect of crucible, grain boundary, gas pores or the experimental procedure, on the 
dynamics and selection of cellular arrays was also studied [30]. During the solidiﬁcation of massive transparent samples, it 
has been established that the main source of disorder in cellular arrays is the front curvature, which induces a collective 
gliding of the whole cellular array down the interface slope, and the elimination of coarse cells at the central sink [31]. The 
main conclusion is that the disorder in a cellular/dendritic pattern is intrinsic to the dynamics of the solid–liquid interface.
Mean primary spacings of ﬂight samples are given in Fig. 3c, as a function of the growth rate. Hunt and Lu [32] consid-
ered that the minimum stable spacing of a cellular array is the spacing for which the composition along the cell groove is 
nearest to the liquidus one. From numerical calculations, these authors proposed the following expression:
λmin = 8.18k−0.335
(
Γ
mLC∞(k − 1)
)0.41( D
V
)0.59
(1)
where Γ is the Gibbs–Thomson coeﬃcient and mL is the liquidus slope. This equation is plotted in Fig. 3c with Γ =
2 · 10−5 K · cm (typical order of magnitude for Al-based alloys), mL = −8.3 K/wt%Li [33], D = 1.9 · 10−4 cm2/s, k = 0.55, 
and C∞ = 3.32wt.%Li (mean value for ﬂight samples, see Fig. 2d). The results of Fig. 3c show that in μg conditions the 
experimental spacing decreases for increasing growth rates, as expected for cells, and is only 10–20%, i.e. less than what is 
predicted by the model of Hunt and Lu, in particular for the lowest pulling rate, when the inﬂuence of natural convection 
was expected to be more important.
3. Convection caused by radial thermal and solutal gradients
In the previous case (Al–3.5wt%Li), the rejected solute was lighter, so that the liquid conﬁguration was solutally desta-
bilizing in upward solidiﬁcation on ground. In order to avoid natural convection in the melt, it seems reasonable to ensure 
that the density gradient is solutally stable, i.e. vertical everywhere and with the heaviest material being at the bottom. This 
situation is more or less approached when growth takes place upwards in an alloy system in which the rejected (respec-
tively absorbed) solute is denser (respectively lighter) than the solvent. This is the case for Al–1.5wt%Ni, for which almost 
all the solute (Ni) is rejected during solidiﬁcation (k = 0.0087). Actually, even in this experimental conﬁguration, ﬂow pat-
terns adjacent to the front are known to develop under the effect of any horizontal density gradient, as revealed by the 
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H. Nguyen-Thi et al. / C. R. Mecanique ••• (••••) •••–••• 5Fig. 3. (a) Cross section of sample F2 in the quenched solid–liquid zone. (b) Histogram of the primary spacing for F2 (about 250 cells) and (c) of the primary 
spacing as a function of the growth rate for samples processed in microgravity and on the ground; comparison with the Hunt and Lu’s model.
macroscopic front deformation and lateral microstructure heterogeneity observed at low solidiﬁcation rates. A ﬁrst qualita-
tive evidence of these effects was given in [34], where front shapes were studied as a function of the solidiﬁcation rate in 
several Al–Cu alloys solidiﬁed above the morphological instability threshold. Since then, similar effects have been observed 
below this threshold both in transparent [22] and semiconductor systems. In addition, the inﬂuence of convection on the 
dendritic microstructure was demonstrated in [14] by comparing the patterns obtained on Earth with those formed under 
identical solidiﬁcation conditions in a microgravity environment. It was in particular found that in such a conﬁguration with 
JID:CRAS2B AID:3457 /SSU [m3G; v1.191; Prn:15/11/2016; 13:43] P.6 (1-12)
6 H. Nguyen-Thi et al. / C. R. Mecanique ••• (••••) •••–•••Table 1
Experimental control parameters of the AGHF experiments: FM (Flight Model) for experiments in microgravity conditions and GM (Ground Model) for 
experiments on Earth.
Sample μg Thermal gradient (K/cm) Pulling rate (μm/s) Sample 1g Thermal gradient (K/cm) Pulling rate (μm/s)
FM1-1 34 3.83 GM1-1 35 3.83
FM1-2 34 1.83 GM1-2 35 1.79
FM2 34 0.83 GM2 33 1.0
FM3-1 24 2.33 GM3-1 25 2.67
FM3-2 24 1.5 GM3-2 25 1.67
a highly permeable mush, the ﬂuid ﬂow was able to strongly reduce the primary dendrite spacing in the regions where it 
was locally oriented towards the mush.
3.1. Microgravity experiments
Directional solidiﬁcation was carried out on Al–1.5wt%Ni alloys in both terrestrial and microgravity conditions in the 
Advanced Gradient Heating Facility (AGHF) of the European Space Agency (ESA). Microgravity experiments (labeled FM) 
were conducted during the LMS and STS-95 space missions in the American space shuttle Columbia (1996) and Discovery
(1998), respectively. For ground experiments (labeled GM), samples were solidiﬁed vertically upwards in a thermal and 
solutal stabilizing conﬁguration with respect to convection driven by the axial gradients (Table 1).
3.2. Solute segregation at the macroscopic scale
The longitudinal segregation proﬁle was determined by recording the grey-level variation of the radiograph along the 
sample axis, which also allowed locating the position of the solidiﬁcation front at the successive stages of the experiment 
(i.e. end of stabilization, velocity change if any, and quench). The solute concentration proﬁle was then calibrated both by 
chemical analysis of thin slices (1 mm thick) cut along the sample, and by EDS (Energy-Dispersive Spectroscopy). These 
analyses were performed in the unmelted part, the solidiﬁcation zone and the quenched liquid. The relative inﬂuence of 
convection is derived by comparing the results obtained in microgravity and on ground samples.
For all samples, there was a plateau of almost constant concentration during the solidiﬁcation phase, equal to the initial 
concentration Al–1.5wt%Ni, measured in the unmelted part of the sample (Fig. 4a). Before this plateau, a complex proﬁle 
was detectable, which is the result of the TGZM (Temperature Gradient Zone Melting) phenomenon investigated in details 
in [33,35]. The concentration variation measured near the quenched front (Fig. 4b) indicated the presence of an Ni-enriched 
layer, which was the characteristic proﬁle resulting from the solute diffusion occurring both in the liquid ahead the front 
and in the interdendritic or intercellular liquid [36].
Radial segregations were determined in all samples by EDS on cross-sections just below the quenched solid–liquid inter-
face. For microgravity samples, the radial composition proﬁles were roughly ﬂat, as expected in solidiﬁcation experiments 
with essentially diffusive transport conditions. On the contrary, large radial macrosegregation was found for ground sam-
ples, despite the negligible longitudinal macrosegregation. The explanation of this effect is that the solute boundary layer 
adjacent to the tips is swept by the ﬂuid ﬂow driven by the residual radial temperature gradient, due to the difference 
in thermal conductivities between the solid and liquid phases and the crucible wall. Accordingly, a part of the heat ﬂux 
transported along the crucible goes into the solid, thus creating a local inward heat ﬂux that leads to a convex shape of 
the isotherms and a narrow front depression at the crucible wall. This depression is progressively enhanced by the nickel 
accumulation on the periphery, until the eutectic concentration is reached (Fig. 5). A stationary state is eventually achieved 
because the radial-gradient-driven ﬂuid ﬂow is conﬁned in a buffer transported at the front velocity with no mixing with 
the bulk of the melt, which is the mere reason of the absence of ﬂuid ﬂow effect on longitudinal solute macrosegregation.
3.3. Microstructure localization
To obtain the morphology at the quenched solidiﬁcation front, a metallographic examination was ﬁrst performed on 
a longitudinal section. Then, a slice containing the solid–liquid interface was cut and polished to obtain a sequence of 
closely spaced transverse sections through the solid–liquid zone. Image analysis techniques [29] were applied on optical 
micrographs of selected regions in order to determine the histograms of primary spacing. Fig. 6 shows typical longitudinal 
and cross sections for samples solidiﬁed in 1g (GM2) conditions and in microgravity (FM2), respectively. The section through 
the quenched front in Fig. 6a, ﬂatted parallel to the growth, indicates microstructure localization, namely cell/dendrite 
clustering towards the center accompanied by steepling, i.e. the envelope of the tips is strongly distorted and protrudes 
markedly into the melt ahead of the eutectic front [34]. As shown in Fig. 6a and Fig. 6c, a thin liquid region is present at 
the periphery down to the eutectic temperature. Comparatively, no front distortion is observed even at low solidiﬁcation 
rates in the microgravity samples: the longitudinal section (Fig. 6b) always shows a macroscopically planar shape of the 
front envelope, except for the steep but narrow depression at the contact with the crucible, which corresponds to the 
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H. Nguyen-Thi et al. / C. R. Mecanique ••• (••••) •••–••• 7Fig. 4. (a) Proﬁles of Ni longitudinal macrosegregation in microgravity (FM2) and ground (GM2) samples (chemical analysis of thin slices cut all along the 
samples), with the variation in the TGZM region superimposed (scan line). (b) Variation of Ni concentration across the quenched mushy zone deduced from 
the absorption contrast on an X-ray radiograph, and proﬁle predicted by modelling in [36].
Fig. 5. Sketch of cell/dendrite localization due to radial solute segregation under ﬂuid ﬂow.
region where heat ﬂows from the crucible into the solid. In transverse section (Fig. 6d), a cellular/dendritic microstructure 
covers the entire surface and no eutectic border is present.
The comparison of ground and microgravity samples deﬁnitely demonstrated that convection, created by an initial resid-
ual temperature gradient and then ampliﬁed by solute rejection, was the cause of the strong macroscopic distortion of the 
solid–liquid interface. The gradual ampliﬁcation of convection during the initial transient was analyzed in situ and real-time 
during the directional solidiﬁcation of Al–Cu alloys by Bogno et al. [3,37]. Fig. 1a illustrates this effect, showing in two di-
mensions the steepling and clustering effect. The ﬁnal depth of the deformation and resulting radial segregation are mainly 
determined by the amount of solute that can be transported laterally. Moreover, it results from the ground experiments 
in the AGHF that clustering and steepling effects of buoyancy-driven convection progressively decrease as the solidiﬁcation 
velocity is increased, so that diffusive-like dendritic growth is achieved beyond a critical pulling rate [36].
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8 H. Nguyen-Thi et al. / C. R. Mecanique ••• (••••) •••–•••Fig. 6. Comparison of the microstructures obtained during upward solidiﬁcation on ground (a and c) and in microgravity (b and d) for Al–1.5wt%Ni,
G = 24 K/cm and V = 2.3 μm/s. (a) and (b): Longitudinal sections across the quenched front, (c) and (d) transverse sections below the quenched front.
3.4. Solidiﬁcation microstructure in the diffusive regime
For the microgravity samples, primary spacings can be measured on the whole transverse sections for a large number of 
cells. Despite the diffusive conditions, the standard deviation of the primary spacing remains large, about 10–20%. This result 
is similar to those beforehand described in Al–Li alloys solidiﬁed in microgravity conditions [25]. Thus, the present experi-
ments again conﬁrm that, as theoretically emphasized by Ben Amar and Moussalam [38], there is no selection of a unique 
wavelength during directional solidiﬁcation. Yet, the average spacing can be determined together with the minimum and 
maximum spacings (FM3-1: λmin = 190 μm, λmean = 378 μm, λmax = 510 μm and FM3-2: λmin = 150 μm, λmean = 394 μm, 
λmax = 600 μm). The comparison with the numerical predictions of Lu and Hunt’s model reveals that the experimental 
primary spacing is about half of the theoretical value. Up to now, we have no explanation for this large discrepancy.
In relation with the clustering and steepling phenomena caused by convection on ground as discussed before, the ground 
samples show a radially non-uniform microstructure (Fig. 6a), cellular in the core of the sample and becoming more and 
more dendritic when approaching the eutectic border at the periphery. Moreover, a strong tendency for these dendrites to 
grow laterally towards this eutectic region is observed in the region where the local slope of the front of dendrite tips is high 
(Fig. 6c). This lateral growth is consistent with the fact that the liquid in the depressed liquid region is slightly undercooled 
due to the horizontal solute gradient. Due to this radial non-uniformity, it is diﬃcult to perform meaningful measurements 
of primary spacing. Nevertheless, mean primary spacing was estimated for these experiments in the central cellular region 
where the ﬂuid ﬂow U// is locally directed towards the mush. Thus, the average primary spacings were calculated for a 
limited number of cells (about 40–50) but the standard deviation λ of the measurements was approximately the same 
as in the microgravity samples. For each velocity, the average primary spacing measured in ground-based experiments is 
lower than the one measured in space experiments, similarly to the solidiﬁcation of Al–Li alloys where the convective 
conﬁguration was solutally destabilizing [25]. In the present case, this reduction was correlated with the inward direction 
of the ﬂow using the relationship derived by [14]:
λ = λ0√
1+ U//V
(2)
where λ0 is the primary spacing measured in space under diffusion transport, U// the velocity of the inward ﬂuid ﬂow and 
V the solidiﬁcation velocity. The weaker reduction of primary spacing compared to fully dendritic solidiﬁcation can then be 
attributed to the lower ﬂow penetration in a mush of limited permeability, which is reﬂected by small values of the relative 
ﬂuid-ﬂow downward velocity U///V [36].
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As most of the phenomena involved during solidiﬁcation are dynamical, in situ and real-time observation is manda-
tory to analyze in details the experiments. Up to now, in situ observation during microgravity solidiﬁcation experiments 
were limited to the investigations on transparent organic alloys, using optical methods [39]. However, their behavior is not 
completely identical to that of metallic systems, in particular due to their low thermal conductivity. Recent developments 
of more powerful microfocus laboratory X-ray sources, as well as modern X-ray detectors, have led to vast improvements 
in the performance of X-ray-based techniques. Accordingly, in the frame of ESA-MAP XRMON (in-situ X-ray monitoring of 
advanced metallurgical processes under micro gravity and terrestrial conditions) project, a novel facility dedicated to the 
study of the directional solidiﬁcation of Al-based alloy with in situ X-ray radiography, has been developed. Indeed, X-ray 
radiography is particularly well suited for in situ studies and is non-destructive to most metallic materials [40]. In this tech-
nique, the contrast in the recorded image is due to local changes in the amplitude of the X-ray beam transmitted through 
the sample. The main objective of this project is to demonstrate the new opportunities X-ray radiography offers in the ﬁeld 
of materials science in microgravity [41].
4.1. Brief description of the MASER-12 experiment
The experimental facility consists of a furnace and an X-ray radiography device speciﬁcally devoted to the study of Al-
based alloys [42]. The gradient furnace is of Bridgman type and special care in the choice of furnace and crucible materials 
has been taken to provide good X-ray transmission without compromising the thermal properties. The experiment sample 
is made of Al–20wt.%Cu and is 5 mm in width, 50 mm in length and 150 μm in thickness. The high amount of solute 
was chosen mainly to ensure a high contrast between the grown solid and the surrounding liquid phase. The imaging 
system comprises two parts: the X-ray tube and the camera. A microfocus X-ray tube with 3 μm focal spot was used in 
order to meet a spatial resolution of roughly 5 μm. The X-ray tube was equipped with a thin layer of molybdenum as the 
transmission target on an aluminum substrate.
The ﬁrst solidiﬁcation experiment in microgravity using this facility was successfully carried out during the MASER 12 
sounding rocket mission on 13 February 2012. In accordance with the limited microgravity period, a well-adapted exper-
imental timeline had to be precisely deﬁned. After a short stabilization period in microgravity environment, the sample 
solidiﬁcation was triggered by applying a cooling rate R1 = 0.15 K/s, to both heaters, at t = 187 s. At t = 400 s a second 
cooling rate R2 = 0.7 K/s was applied automatically on both heaters. At last, a few seconds before the end of the micrograv-
ity period, the two heaters were switched off and thus the sample naturally cooled down at R3 = 5 K/s, deduced from the 
thermocouple measurements. Radiographs were successfully recorded during the whole experiment including the melting 
and solidiﬁcation phases of the sample, with a ﬁeld of view of about 5 mm× 5 mm, a spatial resolution of about 4 μm and 
a frequency of two frames per second.
The day after the ﬂight, two ground-reference tests were carried out on a fresh sample with the same experimental 
proﬁle, for two different sample positions. In the ﬁrst reference test, named 1g-upward experiment, the growth direction 
was anti-parallel to the gravity vector. In the second reference test, named 1g-horizontal experiment, the sample was 
in horizontal position with the observation plane perpendicular to the gravity direction. A comparative study was then 
performed to enable direct comparison between the experiments and therefore to enlighten the effects of gravity upon 
microstructure formation.
4.2. In situ observation of microgravity experiments
Fig. 7 displays a sequence of images recorded during the solidiﬁcation of an Al–20wt%Cu alloy in microgravity conditions. 
This sequence of images shows the time evolution of the interface pattern during the successive cooling rates (0.15 K/s →
0.7 K/s → natural cool down) and illustrates the great advantage of using X-ray radiography for in situ investigation of 
directional solidiﬁcation of metallic alloys. In the experiment, the sample was initially fully melted in the Field of View 
(FoV), so that nucleation of the ﬁrst solids occurred below the FoV. After a while, dendrite tips appeared in the FOV but 
only a disordered dendritic pattern could be obtained, due to the nucleation of several grains with different orientations 
(Fig. 7a). In addition, one can see in Fig. 7b the nucleation of an equiaxed grain ahead of the columnar front (black circle), 
most likely on a small heterogeneity of the sample oxide layer. This grain slightly rotated, which clearly showed that it 
was not stuck on the sample walls. However, due to the microgravity environment and the absence of buoyancy, this grain 
remained at the same altitude and was engulfed by the columnar front (Fig. 7c), and then completely merged into the 
columnar microstructure (Fig. 7d). At t = 400 s, a faster cooling rate was applied on both heaters (0.7 K/s) and a much 
ﬁner microstructure achieved, which induced a weaker contrast in the radiographs, with a more oriented direction for all 
dendrites (Fig. 7d). Very close to the end of the solidiﬁcation, the eutectic front was detected (dashed line in Fig. 7g), 
allowing us to have an estimate of the length of the mushy zone, typically 5 mm. Fig. 7h shows the ﬁnal grain structure at 
the end of the experiment. The grain structure is mainly composed of columnar grains all along the ﬁeld of view and a few 
elongated grains from nucleation on the wall, or fragments stuck in the thickness for upward solidiﬁcation experiments. It 
is worth noting that, based only on the last ﬁgure (Fig. 7h), it would not be possible to know if there was grain nucleation 
ahead of the columnar front or not. This remark shows clearly the great beneﬁt of using in situ characterization for the 
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three different cooling rates. Cooling rate of 0.15 K/s on both heaters, (a) t = 317 s, (b) t = 360 s, (c) t = 382 s. Change of cooling rate to 0.7 ◦C/s on both 
heaters, (d) t = 418 s. Natural cooling after switching off the power on both heaters, (e) t = 422 s, (f) t = 426 s, (g) t = 433 s after lift-off. (h) Final grain 
structure determined by drawing manually the boundaries of the different dendritic grains.
study of time-dependent phenomena. For the sake of completeness, it is also worth mentioning that a dark layer just ahead 
of the solidiﬁcation front is visible, which is due to the solute (copper) rejection during the liquid-to-solid transformation.
4.3. Inﬂuence of convection on the solidiﬁcation velocity
Based on the radiographs, it is possible to precisely measure the instantaneous growth rate as a function of time for 
each experiment (Fig. 8). In each case, the three successive growth rates are clearly visible and an average value can be 
deduced. The source of the uncertainties for all the experiments comes mainly from the limited spatial resolution during 
the measurement of the dendrite tip positions. The ground-based experiments were carried out after the ﬂight with a new 
sample. According to the measurements, it was found that the values of the growth rates for the microgravity experiment 
(Fig. 8a) are closer to the values of the 1g-upward solidiﬁcation (Fig. 8b) than to the values of the 1g-horizontal solidi-
ﬁcation (Fig. 8c). The same trend was observed during the breadboard tests carried out before the ﬂight, with dendrites 
growing faster with the sample in horizontal position (20.5 μm/s) than in vertical position (18.6 μm/s).
The remarkable same values obtained for microgravity and 1g-upward experiments can be explained by the fact that 
natural convection in the latter case is dramatically minimized for several reasons. Firstly, solidiﬁcation in the upward case 
is performed in both stable thermal and solutal conditions (hot zone placed above the cold zone and solute denser than the 
solvent), which minimize the occurrence of boundary layer convection similar to Al–Li beforehand described, in particular 
for high axial temperature gradient and high solidiﬁcation velocities like in this experiment. Secondly, the high value of 
growth rates prevents the convective ﬂow induced by residual transverse temperature gradient in this conﬁguration similar 
to Al–Ni [36] and ﬁnally the high conﬁnement in this sample (200 μm in thickness) strongly damped the ﬂuid ﬂow, if any.
The discrepancy between the growth rates of those experiments and the 1g-horizontal experiment is slight, but signif-
icant. Actually, for the sample solidiﬁcation in 1g-horizontal position, the convective roll induced by thermal convection 
and/or the rejection of heavy solute within the thickness of the sample may be strong enough to modify the thermal or 
the solutal ﬁelds, then increasing the growth rates. Indeed, in the case of horizontal Bridgman growth, thermal convection 
occurs as soon as there is a temperature gradient along the sample (i.e. no threshold). Fortunately, if convection is not too 
strong and by neglecting solute concentration, it is possible to estimate the magnitude of convection effect by an Order 
of Magnitude Analysis (OMA) [43]. For thermal convection, J.-J. Favier deﬁned a thermal convecto-diffusive parameter th
as the ratio of the length of the solute boundary layer in convective regime to the length of the solute boundary layer in 
the pure diffusive regime. th can be expressed as a function of the Péclet number Pe = eV /D , of the Grashoff number 
Gr = βT gGe4/υ2 and the Schmidt number Sc = υ/D:
th = 4.5Pe(GrSc)−1/3 (3)
Using e = 150 μm, D = 3 ·10−9 m2/s, ν = 4 ·10−7 m2/s, βT = 1.17 ·10−4 K−1, g = 9.8 m/s2, G = 15 K/mm, V1 = 18.6 μm/s, 
and V2 = 69 μm/s, it is found that th is always larger than unity, which means that thermal convection is negligible 
compared to diffusion transport.
JID:CRAS2B AID:3457 /SSU [m3G; v1.191; Prn:15/11/2016; 13:43] P.11 (1-12)
H. Nguyen-Thi et al. / C. R. Mecanique ••• (••••) •••–••• 11Fig. 8. Evolution of the solidiﬁcation front velocity as a function of time during (a) the microgravity experiment, (b) the 1g-upward reference test and 
(c) the 1g-horizontal reference test.
On the other hand, the same OMA can be done for solutal convection [44]. In that case the expression of the convecto-
diffusive parameter becomes:
sol = 1.4Pe4/5(1− k)−1/5(GrSSc)−1/5 (4)
with GrS the solutal Grashoff number. Using βS = 0.73/wt.%, C0 = 20wt.%, k = 0.14, it was found that in our experiments, 
for both growth rates, sol is always lower than unity, which means that the solutal convection is not negligible and could 
interact with the columnar front and thus modify the growth rates.
5. Conclusions
It is now obvious that the earlier enthusiastic dreams regarding the potential of space manufacturing of innovative mate-
rials have given way to more realistic expectations. However, microgravity experimentation still offers a unique and eﬃcient 
way for in-depth analysis of the pattern formation during directional solidiﬁcation, in the limit of diffusive transport. Specif-
ically, the models of solidiﬁcation or numerical simulations (in particular the phase-ﬁeld approach) need benchmark data 
to be validated, ﬁrstly in model situation, with diffusive transport conditions and then with convecto-diffusive transport 
to be able to describe and explain experimental results obtained in laboratories. It is obvious that the investigations of 
the inﬂuence of gravity, and more particularly natural convection, on solidiﬁcation have to be further developed to achieve 
quantitative description of phenomena.
In this paper, a selection of our microgravity experiments was described. We left aside the recent outstanding exper-
iments performed on the International Space Station on transparent alloys [17,18] or on Al–Si alloys [19,20]. Our intent 
was to show the slow but signiﬁcant progress in our understanding of the inﬂuence of convection on the solidiﬁcation 
microstructure. These studies enlightened key issues on the topic but also reported open questions, which gave us direc-
tions for future works. From the experimental point of view, the recent development of in situ characterization during 
microgravity solidiﬁcation experiments opens new doors and will certainly give a new impetus to research in space.
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